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•• Maximum Output 350WMaximum Output 350W •• Auto or Manual Control Modes.Auto or Manual Control Modes.•• 1,000~80,000 rpm1,000~80,000 rpm
••••

Can be installed on a Special-Purpose Machine, NC Lathe, Robot, etc.Can be installed on a Special-Purpose Machine, NC Lathe, Robot, etc.
Motor speed is displayed accurately on the front panel.Motor speed is displayed accurately on the front panel.

Modular Modular TType ø1.18", ø1.97"(ø30, ø50 mm) System Chartype ø1.18", ø1.97"(ø30, ø50 mm) System Chart

**Clean dry air is required.Clean dry air is required.

120V120V

Air Bearing Spindle Air Bearing Spindle 
NRAF-5080NRAF-5080

SpindleSpindle
NR-3080SNR-3080S

ColletCollet
CHK-CHK-[[]][[]]

Collet NutCollet Nut
K-K-265A265A

ColletCollet
CHCHAA--[[]][[]]

Collet NutCollet Nut
CHN-ACHN-A

Air Line KitAir Line Kit    
AL-C1204 (NR-3080S)AL-C1204 (NR-3080S)
AL-A1205 (NRAF-5080)AL-A1205 (NRAF-5080)
AL-A0611 (NRAF-5080)AL-A0611 (NRAF-5080)

The connection partThe connection part
"+" is "convex""+" is "convex"

The connection partThe connection part
"+" is "concave""+" is "concave"

Transmission ClutchTransmission Clutch

Only one motor can Only one motor can 
be operated at a time. be operated at a time. 
No simultaneous No simultaneous 
operation.operation.

**

SelectorSelector
NE212NE212

ControllerController
NE211NE211

Brushless MotorBrushless Motor
EM-3080JEM-3080J
EM-3080J-2MEM-3080J-2M

CompressorCompressor

**1 : 1 : Motor CoMotor Corrd is Sold Separateld is Sold Separatelyy. Please see for 2-p74.. Please see for 2-p74.

Motor Cord Motor Cord 

EMCD-3000J-EMCD-3000J-
3M/4M/6M/8M3M/4M/6M/8M
**11

(Co(Corrd with Quick Disconnect)d with Quick Disconnect)
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